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ING ‘N\ BE NOTIFIED BY THE CONTRACTOR. ALL SITE ITEMS SHALL BE iiidlen op Samet alge ake — 
1 environmental consulting @landscape architecture 
te He Ceicinas . : aNUINotS COMMERCIAL DRIVEWAY LAID OUT AND AS BUILT BY A LICENSED LAND SURVEYOR. cae, (pina eee 
2 cee Zz ma \ PAVEMENT - ’ ' 100 COMMERCE WAY, SUITE 5 
SN oe = OPEN SPACE 722 S-F. - a m DETAILS 2. ALL CURB RADII ARE 3’ UNLESS OTHERWISE NOTED. et nd 
: TEL: (781) 935-6889 
ae | 2 g 2, 3. THE INFORMATION SHOWN ON THIS PLAN IS THE SOLE PROPERTY Faces Nhe Gon neon 
Os = BUFFER SCREEN. SEE a o OF ALLEN & MAJOR ASSOCIATES, INC. ITS INTENDED USE IS TO 
. . LANDSCAPE SHEET L—101. = = "LEFT TURN ONLY” PROVIDE INFORMATION. ANY ALTERATION, MISUSE, OR On ae. DEOL, We GE 
ee a a RECALCULATION OF INFORMATION OR DATA WITHOUT THE 
DIG SAFE se ' EXPRESSED, WRITTEN CONSENT OF ALLEN & MAJOR ASSOCIATES, pel eS et ee ee a 
ae Pe ES Ue. a eee PROVIDED COPIES OF DRAWINGS AND SPECIFICATIONS FOR HIS/HER 
oe : : —— INFORMATION AND/OR SPECIFIC USE ON THIS PROJECT. DUE TO THE 
we END. VGC POTENTIAL THAT THE PROVIDED INFORMATION MAY BE MODIFIED 
Oo ae | UNINTENTIONALLY OR OTHERWISE, ALLEN & MAJOR ASSOCIATES, 
Tes i B3 ZONE INC. MAY REMOVE ALL INDICATION OF THE DOCUMENT'S 
™|— pb — o + —- 0 —o —o 00 —_0 —_8—_ 9) OF _ : AUTHORSHIP ON THE DIGITAL MEDIA. PRINTED REPRESENTATIONS OR 
GRAPHIC SCALE PORTABLE DOCUMENT FORMAT OF THE DRAWINGS AND 
. SPECIFICATIONS ISSUED SHALL BE THE ONLY RECORD COPIES OF 
+ RS ZONE 10 0 5 10 20 40 ALLEN & MAJOR ASSOCIATES, INC.'S WORK PRODUCT. 
BEFORE YOU DIG TRANSFORMER DRAWING TITLE: SHEET No. 
CALL 811 OR ( IN FEET ) 
1-888-DIG-SAFE Eble Sterner | inch = 10. ft LAYOUT & MATERIALS PLAN | C-102 
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LEGEND 


DRAIN MANHOLE 
CATCH BASIN 


DRAIN LINE 


10’ CONTOUR 
2’ CONTOUR 
SPOT GRADE 


PLAN NOTES: 
1. THE LOCATIONS OF EXISTING UNDERGROUND UTILITIES ARE SHOWN IN AN 
APPROXIMATE WAY ONLY AND HAVE NOT BEEN INDEPENDENTLY VERIFIED BY 
E OWNER OR IT’S REPRESENTATIVE. THE CONTRACTOR SHALL DETERMINE 
E EXACT LOCATION OF ALL EXISTING UTILITIES BEFORE COMMENCING WORK, 
MASSACHUSETTS AVENUE AND AGREES TO BE FULLY RESPONSIBLE FOR ANY AND ALL DAMAGES WHICH 
MIGHT BE OCCASIONED BY THE CONTRACTOR’S FAILURE TO EXACTLY LOCATE 
(PUBLIC — VARIABLE WIDTH) AND PRESERVE ANY AND ALL UNDERGROUND UTILITIES. 


2. CONTRACTOR IS RESPONSIBLE FOR DEMOLITION OF EXISTING STRUCTURES 
INCLUDING REMOVAL OF ANY EXISTING UTILITIES SERVING THE STRUCTURE. 
UTILITY CONNECTIONS SHOULD BE COORDINATED WITH THE MEP PRIOR TO 
CONSTRUCTION. 


3. EXISTING DRAINAGE STRUCTURES TO REMAIN ARE TO BE INSPECTED AND 
REPAIRED AS NEEDED, AND EXISTING PIPES TO BE CLEANED OUT TO REMOVE 
ALL SILT AND DEBRIS. 


4. IF ANY EXISTING STRUCTURES TO REMAIN ARE DAMAGED DURING 
CONSTRUCTION IT SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO REPAIR 


TC:29.05 AND/OR REPLACE THE EXISTING STRUCTURE AS NECESSARY TO RETURN IT 
BC:28.80 1C:29.05 eee TC:28.70 Ieee 2 a aa ella TO EXISTING CONDITIONS OR BETTER. 
(3” REVEAL) 28.70 BC:28.55 :28.45  cawcyT — BC:28.20 BC:28.15 cae INV =95 76 
2S = Se SS SS eae eee ee ee i al 5. CONTRACTOR SHALL ADJUST AND/OR CUT EXISTING PAVEMENT AS NECESSARY 
2 = —— —=— » TC:28.22 TO ENSURE A SMOOTH FIT AND CONTINUOUS GRADE. oho et 
7 ae nie ° \ BC:27.80 Go NAISTE Sf 
we | C == [| & ‘(5” REVEAL) 6. CONTRACTOR SHALL ENSURE POSITIVE DRAINAGE AWAY FROM BUILDINGS FOR Ssiona, OLA 
j Pe | | & - 27.65 ALL NATURAL AND PAVED AREAS. eee 
28.70 ra ee r \ 7. THE CONTRACTOR SHALL COORDINATE WITH THE ARCHITECT FOR THE FINAL 
\ he << 28.15 LOCATIONS OF PROPOSED ROOF DRAINS. LOCATIONS ARE SHOWN HEREON 
J Y 29.15 29.25 ze le 28.95 aes es 28.10 _ FOR COORDINATION PURPOSES ONLY. 
oo ; = 4] = rae | 78 . BC:27.37 8. WRITTEN DIMENSIONS ON THIS PLAN TAKE PRECEDENCE OVER SCALED 
:25. ——— =n =t (7” REVEAL) DIMENSIONS. THE CONTRACTOR SHALL USE CAUTION WHEN SCALING 
3” REVEAL) _/ 29.05 a —— = PROFESSIONAL ENGINEER FOR 
( i COR : | 7" ij ozo || | REPRODUCED PLANS. IN THE EVENT OF A CONFLICT BETWEEN THIS PLAN SET ALLEN & MAJOR ASSOCIATES. INC. 
j O Re CAA?}CCRC RS | FFE-29.00 Sete AND ANY OTHER DRAWINGS AND/OR SPECIFICATIONS OR CONDITIONS, THE 
~~ 22222904 es nes ENGINEER SHALL BE NOTIFIED BY THE CONTRACTOR. 
a a SSS ROOF DRAIN --BC:27.00 
TC:29.12 : bs yee 39-40 PY ‘ Naot ae ee | 9. ANY DAMAGE TO PRIVATE OR PUBLIC PROPERTIES DUE TO THE 
BC:28.62 m2 9. —2.00% INV.=25. CONTRACTOR’S ACTIVITIES SHALL BE REPAIRED AND RESTORED BY THE 
ix i 23.20° j,i pees ———=1 WISSSSSSS | face tcatinas (M.E.P. TO CONFIRM) 5 CONTRACTOR AT THEIR OWN EXPENSE. 
Gy er: ©; Bw: | =. Ll Iz 10. ALL PROPERTY MARKERS AND STREET LINE MONUMENTS SHALL BE PROPERLY 
U7 § _ = 1C:23.00 — $F ir bys? 20 28 FIRST FLOOR: —«6 092 S.F. | | PROTECTED DURING CONSTRUCTION. ANY DAMAGE TO THESE ITEMS SHALL BE 
ge : f—P—s_ac:28'50> yo | SECOND FLOOR: 8,309 S.F. Ve | REPAIRED AND RESTORED BY A LAND SURVEYOR LICENSED IN THE 02-17-23 | REVISION 1 PER ARB COMMENTS 
ke a | a _ a t | POM | THIRD FLOOR: _—8,309+ S.F. | COMMONWEALTH OF MASSACHUSETTS AT THE CONTRACTOR’S EXPENSE. DATE | DESCRIPTION 
x \ineenmn / ) l TT Cae FOURTH FLOOR: 7,394 S.F. 
Y = / K t/ | FFE: meme —) TOTAL GFA= 30.104+ SF. | TC:26.50 11. THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING ADDITIONAL BENCHMARK APPLICANT\OWNER: 
ly X / ! | 59.50 —— 9: ; 26:62 || | BC:26.00 INFORMATION IF REQUIRED. THE CONTRACTOR IS RESPONSIBLE FOR _ 
/ / { | fy | | LOCATING AND PROTECTING ALL EXISTING BENCHMARKS. _ IF IT IS NECESSARY 192-200 MASSACHUSETTS AVE, LLC 
NS © ei ] Et AL EH l O RELOCATE A BENCHMARK, IT SHALL BE REI OCATED BY A MASSACHUSETTS 455 MASSACHUSETTS AVE, STE 1 
Oy = i] | iy yz | LAND SURVEYOR AND DONE SO AT THE CONTRACTOR’S EXPENSE. 
g Ss | aL APS See 25.00 25.00 | ARLINGTON, MA 02474 
AS s/ a | a | 12. ALL PERMITS AND APPROVALS NECESSARY FROM AGENCIES GOVERNING THE 
/ | | | a, H Hf 20 | WORK SHALL BE OBTAINED BY THE CONTRACTOR PRIOR TO THE PROJECT: 
oe a | |e) Pere eee ee ee eee eee ee | i. COMMENCEMENT OF WORK. 190 & 192-200 
BC:28.27 i: | i | OB i de de a | a 
7” REVEAL) // Fe FFE:29.00 ——=— Hees | 8 PPP ot | l Ly 13. CONSTRUCTION DURING WET WEATHER OR WINTER CONDITIONS IS TO BE MASSACHUSETTS AVE 
) | — | l ANTICIPATED AND PROVISIONS TO ADEQUATELY ADDRESS THESE CONDITIONS TT 
j ol | — | [ 1C:25.50 tae SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR. 
fa i | 25.62 |} ,~BC:25.00 ae S ARLINGTON, MA 02476 
| ‘ | | ) 14. ALL CONSTRUCTION SHALL CONFORM TO THE APPLICABLE REGULATIONS AND 
TC:28.50 Wy STANDARDS INCLUDING THE TOWN OF ARLINGTON, MADOT, MADEP, MWRA, 
BC:28.00 / I | a MUTCD, AND AASHTO. 
/ Hf 2860 | Or = PROJECT NO. 2729-02 
/ : | li < 15. THE CONTRACTOR IS SOLELY RESPONSIBLE FOR THE MEANS AND METHODS 
/ E =. 22 ey ove . OF CONSTRUCTION AND FOR CONDITIONS AT THE SITE. THESE PLANS, SCALE: DWG. NAME: 
/ | | | a | PREPARED BY ALLEN & MAJOR ASSOCIATES DO NOT EXTEND TO OR INCLUDE 
ee ee 4 a IL vee a) a) hy) | & SYSTEMS PERTAINING TO THE SAFETY OF THE CONSTRUCTION CONTRACTOR ; 
(TOT 2 2 | i >~a | ar | 24.65 a) -70:24.65 | Zz a OR THEIR EMPLOYEES, AGENTS OR REPRESENTATIVES IN THE PERFORMANCE sities SeCReD ets 
| a Vee | (Hass | ‘1 BC:24.15. | > OF THE WORK, OR THE OWNER’S EMPLOYEES, CUSTOMERS, OR THE GENERAL PREPARED BY: 
» SL bss $p — 87 ——_ LT f/f | BRLTPK 7, = ——— es . ceo--f-H <a PUBLIC. THE SEAL OF THE ENGINEER AS INCLUDED IN THE PLAN SET DOES 
in ae a “SHE Gy VWC// ~UTS SS | | 24.65 B11C-24.55 = NOT EXTEND TO ANY SUCH SAFETY SYSTEMS THAT MAY NOW OR HEREAFTER 
10:28.05 ce NB [Ere. | START RAMP —' || 24-65 | (FLUSH) BE INCORPORATED INTO THESE PLANS. THE CONSTRUCTION CONTRACTOR 
Cee ae ~ ey ae DOWN: 24.65 || : () SHALL PROVIDE THE APPROPRIATE SAFETY SYSTEMS WHICH MAY BE REQUIRED 
(4” REVEAL) see SL RA | | res BY THE U.S. OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION (OSHA), 
iy ~ oa 9 194.17 | 24.00 STATE, AND LOCAL REGULATIONS. — es 
TC:28.11 a, A > | 
FLUSH RAMP ee UP aaa 23.50 16. THE INFORMATION SHOWN ON THIS PLAN IS THE SOLE PROPERTY OF ALLEN 
een | qk cc 
1:28.20 = = | OS ee era ASSOCIATES. INC 
(FLUSH) > a BC.24.00 WITHOUT THE EXPRESSED, WRITTEN CONSENT OF ALLEN & MAJOR ’ ° 
TC:28.71 9. YO SIR — | | ASSOCIATES, INC. IS STRICTLY PROHIBITED. civil engineering «land surveying 
BC:28.21 a > a . START RAMP TC:24.20 TC:23.60 environmental consulting «landscape architecture 
: ‘lg, . —— DOWN: 24.50 | BC:23.70 (FLUSH) www.allenmajor.com 
es ewe > 100 COMMERCE WAY, SUITE 5 
TC:28.00 ae SC —_—<—<—<————— P TC:23.50 WOBURN MA 01801 
BC:27.50 9m Ng NS cre 5 en lpn een 1C:25.00 peepee 5 se ee aS | BC:23.00 TEL: (781) 935-6889 
aS. o BC:24.50 on | FAX: (781) 935-2896 
ee Qo o——o ——_p ——_o0——_o0 ——_0 o——o—— 3 03 TC:23.40 = 
L 4 BC:22.90 WOBURN, MA @ LAKEVILLE, MA @ MANCHESTER, NH 
TC:27.00 THIS DRAWING HAS BEEN PREPARED IN DIGITAL FORMAT. 
DIG SAFE BC:26.50 +C:26.00 TC:25.00 56-54.00 . CLIENT/CLIENT'S REPRESENTATIVE OR CONSULTANTS MAY BE 
BC:25.50 BC:24.50 BC:23.50 BC:23.50 PROVIDED COPIES OF DRAWINGS AND SPECIFICATIONS FOR HIS/HER 
nied ani INFORMATION AND/OR SPECIFIC USE ON THIS PROJECT. DUE TO THE 
POTENTIAL THAT THE PROVIDED INFORMATION MAY BE MODIFIED 
UNINTENTIONALLY OR OTHERWISE, ALLEN & MAJOR ASSOCIATES, 
INC. MAY REMOVE ALL INDICATION OF THE DOCUMENT'S 
AUTHORSHIP ON THE DIGITAL MEDIA. PRINTED REPRESENTATIONS OR 
PORTABLE DOCUMENT FORMAT OF THE DRAWINGS AND 
\ 1 SPECIFICATIONS ISSUED SHALL BE THE ONLY RECORD COPIES OF 
GRAPHIC SCALE ALLEN & MAJOR ASSOCIATES, INC.'S WORK PRODUCT. 
“CALL 811 OR lS a _— 
CALL 811 OR 
1-888-DIG-SAFE (IN PRED ) GRADING & DRAINAGE PLAN | C-103 
1-888-344-7233 1 inch = 10 ft. 
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MASSACHUSETTS AVENUE 


(PUBLIC — VARIABLE WIDTH) 
LEGEND 


SEWER MANHOLE 
SEWER CLEANOUT 
SEWER VENT 

SEWER LINE 

WATER LINE 

WATER (FIRE SERVICE) 


WATER (DOMESTIC SERVICE) 


SAWCUT 
aaa naa ae a ee a ee nr ten rer WATER VALVE 
a ———— == GAS LINE 
of = O 
° = | | © GAS VALVE 
ELECTRICAL CONDUIT 
TELE/DATA RISER PER 
PROVIDER REQUIREMENTS. ee eONDUT 
/ SY 
O 
/ : yy yy 
/ 6) 
TELE/DATA SERVICE KK ; PROFESSIONAL ENGINEER FOR 
/ j PYLLLLLLLV A UTILITY NOTES: ALLEN & MAJOR ASSOCIATES, INC. 
@ / oan metered =a KA RARRADESE PROPOSED MIXED-USE Ee 1. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE 
/ SSNTISS BUILDING Ss) LOCATION AND/OR ELEVATION OF EXISTING UTILITIES AND 
URS ons O; | {-— Sewer SERVICE BRR RRR z STRUCTURES AS SHOWN ON THESE PLANS IS BASED ON 
U7 § oS al a Thy INV.=21.6+ (M.E.P. TO CONFIRM) | py >>x>>2> FIRSTFLOOR: — 6,092 S.F. RECORDS OF VARIOUS UTILITY COMPANIES AND WHERE 
QR a eee ae | : 33, 6 DI, S=3.04% yyy SECOND FLOOR: 8,309+ S.F. POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD. THIS 
A ky \ a = + REMOVE AND REPLACE EXISTING PS THIRD FLOOR: 8,309+ S.F. INFORMATION IS NOT TO BE RELIED ON AS BEING EXACT OR 
% neal / oS j =— COMPLETE. THE LOCATION OF ALL UNDERGROUND UTILITIES 
x \i— = SANITARY SEWER CONNECTION WITH FOURTH FLOOR: 7,394+ S.F. 
a / 2 po al ead mn aed See Pees Boag ee AND STRUCTURES SHALL BE VERIFIED IN THE FIELD BY THE 
Ley “ / | USING CHIMNEY CONNECTION 7 ey - CONTRACTOR PRIOR TO THE START OF CONSTRUCTION. 02-17-23 | REVISION 1 PER ARB COMMENTS 
/ / \A ” oe % 
NS = / ; 8” INV.=16.64 (VERIFY IN FIELD) : Els 2. A MINIMUM OF 18” VERTICAL CLEARANCE SHALL BE ee 
Tv Ni / 6 INV.=20.6+ eh Hf MAINTAINED WHERE WATER SERVICES CROSS STORM DRAIN APPLICANT\OWNER: 
S ] 7 AND SEWER LINES. WATER SERVICES SHALL BE ENCASED IN 
\/ &, / CONCRETE REGARDLESS OF CLEARANCE WHEN PASSING BELOW 192-200 MASSACHUSETTS AVE, LLC 
S STORM DRAIN AND SEWER LINES. ENCASEMENT SHALL EXTEND 
=) = ALONG WATER SERVICE A MINIMUM DISTANCE OF EIGHT FEET 455 MASSACHUSETTS AVE, STE 1 
o Ly CENTERED ON THE CROSSING POINT OF THE OTHER PIPE AS ARLINGTON, MA 02474 
REMOVE/REPLACE EXISTING ELECTRIC / MEASURED NORMALLY FROM ALL POINTS ALONG THE PIPE. 
RISER FOR NEW ELECTRIC SERVICE Ly PROJECT: 
PER PROVIDER REQUIREMENTS. , é hos Or = 3. THE ENGINEER SHALL BE NOTIFIED IN WRITING OF ANY 
/ | a UTILITIES INTERFERING WITH THE PROPOSED CONSTRUCTION 2 
Hi ' / Oo R = AND APPROPRIATE REMEDIAL ACTION TAKEN BEFORE 190 & 192-200 
y | tig PROCEEDING WITH THE WORK. IT SHALL BE THE TT 
; | | fal alere Sabie INSTALL 3°X6” a RESPONSIBILITY OF THE CONTRACTOR TO RELOCATE ALL MASSACHUSETTS AVE 
/ , (ME.P. TO CONFIRM) TAPPING SLEEVE Or <x EXISTING UTILITIES WHICH CONFLICT WITH THE PROPOSED ARLINGTON, MA 02476 
/ : WITH GATE VALVE Ly xX IMPROVEMENTS SHOWN ON THE PLANS. 
/ =r _ : 6” FIRE SERVICE — 
/ | eel S OIL—WATER SEPARATOR i Jtmt (M.E.P. TO CONFIRM) l Ji 4. THE CONTRACTOR MUST CONTACT THE APPROPRIATE UTILITY 
ee oO _ fe ETT RIM=20.5+ | Q iS) COMPANY, ANY GOVERNING PERMITTING AUTHORITY, AND PROJECT NO. 2729-02 | DATE: 
eT & Olit=17 6 2 ae "DIGSAFE” AT LEAST 72 HOURS PRIOR TO ANY EXCAVATION 
8 IL tf (Rs eee aoe = ! GE We Snes Sean Oe note A Wome Grane rae i 
GAS Gas | - —— — re 
t im Cts cy (ey, a> (SEE PLUMBING PLANS FOR DETAILS) = al UTILITIES INTERFERING WITH THE PROPOSED CONSTRUCTION DESIGNED BY: CHECKED BY: 
aT a Pas a whi 4, AND APPROPRIATE REMEDIAL ACTION TAKEN BEFORE 
~N ~~ | () PROCEEDING WITH THE WORK. IT SHALL BE THE PREPARED BY: 
~~ as, | | RESPONSIBILITY OF THE CONTRACTOR TO RELOCATE ALL 
ae a —_ | EXISTING UTILITIES WHICH CONFLICT WITH THE PROPOSED 
~ ~N ~~ GAS METERS (SEE M.E.P. | IMPROVEMENTS SHOWN ON THE PLANS. 
oe sf DRAWINGS FOR DETAILS) | 
~~ 5. THE INFORMATION SHOWN ON THIS PLAN IS THE SOLE 
CUT AND CAP EXISTING WATER SERVICE PROPERTY OF ALLEN & MAJOR ASSOCIATES, INC. ITS 
REMOVE AND REPLACE EXISTING SANITARY IN THIS LOCATION. INSTALL 6X6 INTENDED USE IS TO PROVIDE INFORMATION. ANY ALTERATION, 
een CONNECTION Wie. ON iee TAPPING SLEEVE WITH GATE VALVE MISUSE, OR RECALCULATION OF INFORMATION OR DATA ALLEN & MAJOR 
FROM OIL—-WATER SEPARATOR. : WITHOUT THE EXPRESSED, WRITTEN CONSENT OF ALLEN & 
INV.=16.5+ VERIFY IN FIELD PRIOR TO ELECTRIC MAJOR ASSOCIATES, INC. IS STRICTLY PROHIBITED. 
INSTALL OF OIL—WATER SEPARATOR SES IGE | ASSOCIATES, INC. 
P | civil engineering land surveying 
GAS SERVICE CONNECTION SHOWN FOR i Ef 7 | environmental eee ieee Secu aa architecture 
COORDINATION PURPOSES ONLY. ey, O D | ee 
CONTRACTOR SHALL COORDINATE SS 8 0 —t — > —— 1. -——_ 0 —— i Oo  sCrL | 100 CH oe 
CONNECTION WITH THE GAS PROVIDER. - . — 4 TELS 791 955 68nS 
FAX: (781) 935-2896 
WOBURN, MA @ LAKEVILLE, MA @ MANCHESTER, NH 
THIS DRAWING HAS BEEN PREPARED IN DIGITAL FORMAT. 
DIG SAFE CLIENT/CLIENT'S REPRESENTATIVE OR CONSULTANTS MAY BE 
PROVIDED COPIES OF DRAWINGS AND SPECIFICATIONS FOR HIS/HER 
INFORMATION AND/OR SPECIFIC USE ON THIS PROJECT. DUE TO THE 
POTENTIAL THAT THE PROVIDED INFORMATION MAY BE MODIFIED 
UNINTENTIONALLY OR OTHERWISE, ALLEN & MAJOR ASSOCIATES, 
INC. MAY REMOVE ALL INDICATION OF THE DOCUMENT'S 
: AUTHORSHIP ON THE DIGITAL MEDIA. PRINTED REPRESENTATIONS OR 
GRAPHIC: SCALE PORTABLE DOCUMENT FORMAT OF THE DRAWINGS AND 
SPECIFICATIONS ISSUED SHALL BE THE ONLY RECORD COPIES OF 
10 ) 5 10 20 40 ALLEN & MAJOR ASSOCIATES, INC.'S WORK PRODUCT. 
DRAWING TITLE: SHEET No. 
Bh. ote Se 
CALL 811 OR ( IN FEET ) 
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EROSION CONTROL BARRIER 
INSTALLED DOWN SLOPE OF 


12” MIN. DIAMETER TUBULAR SEDIMENT CONTROL PROPOSED STOCKPILE AREA 


(MESH TUBE WITH NATURAL FILTER MEDIA) 
BY FILTREXX OR APPROVED EQUAL. 


2” X 2” X 36” WOODEN STAKES 
DO NOT PIERCE TUBULAR BARRIER 
(NOT REQUIRED IF IN PAVEMENT) 


ex ea. Lo, 
CLL SOK 


1” REBAR FOR LIFTING 
AND REMOVAL 


12” DIA MIN. 


DUMP. STRAP (2) PROPOSED STOCKPILE AREA 


a EARTHS 


SECTION PROFILE 


SIL TSACK 


CATCH BASIN STRUCTURE 
NOTES: 


1. ALL MATERIALS TO MEET MANUFACTURERS SPECIFICATIONS. 
NOTE: 


2. INSTALL WOODEN STAKES IN A CRISS—CROSS PATTERN EVERY 8’ ON CENTER. UG Ip 1. INSTALL SILTSACK PER 


MANUFACTURER’S INSTRUCTIONS AND 


DIRECT WATER AWAY FROM 
RECOMMENDATIONS. EMPTY OR PROPOSED STOCKPILE AREA 
REMOVE SEDIMENT FROM SILTSACK NOTES: 


WHEN RESTRAINT CORD IS NO 1. SOIL AND FILL STOCKPILES EXPECTED TO REMAIN IN PLACE FOR LESS THAN 
LONGER VISIBLE. CLEAN, RINSE, 90 DAYS SHALL BE COVERED WITH STRAW AND MULCH (AT 100LBS/1,000 SF), OR 
AND REPLACE AS NEEDED. WITH AN ANCHORED TARP WITHIN 7 DAYS OR PRIOR TO ANY RAINFALL. 

WHERE THE TUBULAR BARRIERS REQUIRE REPAIR OR SEDIMENT REMOVAL, IT WILL BE COMPLETED BY THE CONTRACTOR AT NO ADDITIONAL COST. a aie eC tc A Ce ace MORE SEL Ge SeebeD Wid WhUER RVE-(OR LI Geo es ‘ (ey coe = 
WHEN THE POTENTIAL FOR SEDIMENT OR OATS (FOR SUMMER SEEDING AT 2LB/1,000 SF) AND THEN COVERED WITH 

TO ENTER EXISTING & PROPOSED STRAW MULCH (AT 100LB/1,000 SF) OR AN ANCHORED TARP WITHIN 7 DAYS OR 
BASINS EXISTS. PRIOR TO ANY RAINFALL. 


SILTSACK INLET DETAIL ( 2 ) STOCKPILE PROTECTION DETAIL | 3 
NOT TO SCALE NOT TO SCALE 


Za“ 
<7 PROVIDE DRAIN SWALE TO 
OVERLAP TUBULAR BARRIER SEGMENTS A MINIMUM OF 12”. 


THE CONTRACTOR SHALL MAINTAIN THE TUBULAR BARRIERS IN A FUNCTIONAL CONDITION AT ALL TIMES. THE CONTROLS SHALL BE 
ROUTINELY INSPECTED BY THE CONTRACTOR. 


AT A MINIMUM, THE CONTRACTOR SHALL REMOVE SEDIMENTS COLLECTED AT THE BASE WHEN THEY REACH 1/3 THE EXPOSED HEIGHT OF THE BARRIER. 
TUBULAR SEDIMENT BARRIER 
NOT TO SCALE 


DIVERSION RIDGE REQUIRED 


WHERE GRADE EXCEEDS 2% a GREATER 8’ MAX 
aie oF BLN NL NNN NEL NSN NSN NN NNN NS NN . OOS 


ROAD WAY Wore 


CLF RAIL TIES 
SPACED MAX 


15” APART 


PROPOSED FINISH 
GRADE (REFER TO 
SITE PLANS) 


GRANITE CURB 
ACHUSETTS 3” BARK MULCH 
MASSACHUSETTS 
HIGHWAY OR GRASS HOLD 
DEPARTMENT 1” BELOW TOP 
OF CURB 


CLP. POST TIES 
SPACED MAX 

15” APART 
SCREEN 


OVER CLF CLF BRACE 
PANELS TIES SPACED 


SECTION A FILTER FABRIC 


OK 
SOS 
— 


FENCE 


o 
LOY 
se 


, 
o 


PROFESSIONAL ENGINEER FOR 


SAND BAGS, TUBULAR SEDIMENT ALLEN & MAJOR ASSOCIATES, INC. 


CONTROLS, OR CONTINUOUS BERM 
OF EQUIVALENT HEIGHT 


© 


SEE TYPICAL 
PAVEMENT 
SECTION DETAIL 


NOTES: 

1. THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION 
THAT WILL PREVENT TRACKING OR FLOWING OF SEDIMENT 
ONTO PUBLIC RIGHT—OF—WAYS. THIS MAY REQUIRE TOP 

DRESSING, REPAIR AND/OR CLEANOUT OF ANY MEASURES 
USED TO TRAP SEDIMENT. 


6” LOAM @ 
GRASSED AREAS 
12” LOAM @ 
PLANTING BEDS 


SPILLWAY 


WATER SUPPLY TO WASH 


WHEELS (IF NECESSARY) 
\, N 


CTop COURSE) 


xy 


1500 PSI (MIN) 
CONCRETE 
FULL LENGTH 


SZ 
: y SRR» 
ESSE > 
WOES Cr 
| SS GK KK, BASE COURSE 


2. WHEN NECESSARY, WHEELS SHALL BE CLEANED PRIOR 
TO ENTERING THE PUBLIC RIGHT—OF—WAY. 


3. WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON AN 
AREA STABILIZED WITH CRUSHED STONE THAT DRAINS INTO 


1°) 


GROMMETS WITH 
FENCE FASTENERS 
EVERY 24” AROUND 


- POSTS MAY BE 
MECHANICALLY DRIVEN INTO 
THE GROUND, OR USE 


GRAVEL BASE. 


EACH SIDE 


3/4” CRUSHED 
STONE 


02-17-23 


REVISION 1 PER ARB COMMENTS 


DATE 


DESCRIPTION 
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AN APPROVED SEDIMENT TRAP OR SEDIMENT BASIN. 


THE PERIMETER. SUPPORTING BASES. APPLICANT\OWNER: 


192-200 MASSACHUSETTS AVE, LLC 


455 MASSACHUSETTS AVE, STE 1 
SCREEN FILAMENT STRENGTH SHALL BE A MINIMUM OF 5OLBS/FT. ARLINGTON, MA 02474 
SCREEN MATERIAL BREAK STRENGTH SHALL BE A MINIMUM OF 500 LBS/FT. 
SCREEN SHADE / WIND BLOCKAGE SHALL BE A MINIMUM OF 85%. PROJECT: 


SCREEN COLOR SHALL BE GREEN OR BLACK. 
VERTICAL GRANITE CURB 
NOT TO SCALE 


NOTES: 
1. SCREEN MATERIAL SHALL BE MADE FROM KNITTED HIGH DENSITY 
POLYETHYLENE WITH UV ADDITIVES. 


4. USE SANDBAGS, TUBULAR SEDIMENT CONTROLS, OR 2”—3” COARSE AGGREGATE 
OTHER APPROVED METHODS TO CHANNELIZE RUNOFF TO MIN OF 6” THICK 
BASIN AS REQUIRED. " 


ROADWAY 


12’ (MIN.) CEXISTING SUBGRADE>5 


DIVERSION RIDGE PLAN 
50° MINIMUM 


TEMPORARY CONSTRUCTION ENTRANCE/EXIT 
NOT TO SCALE 


190 & 192-200 


MASSACHUSETTS AVE 
ARLINGTON, MA 02476 


TEMPORARY CONSTRUCTION FENCE w/ SCREEN 
NOT TO SCALE 


PROJECT NO. 2729-02 | DATE: 


UNILOCK PRECAST CONCRETE PAVER MODEL: 
HOLLANDSTONE, (NOMINAL SIZE 4” X 8” X 2 3”) OR 
SIMILAR. HANDTIGHT JOINTS 4” MAX. COLOR TO BE 

66s 6 6 6% & & 6s 6 HOS 6S OD & SELECTED BY OWNER. PROVIDE SAMPLES AND SHOP 
SOF HTHHHHTHHHHHOEHHHHSOS DRAWINGS OF PAVERS TO OWNER FOR APPROVAL PRIOR 


sibbdihda: Viale sian TO ORDERING 
SHS SCHTHSTSHHHS HS HOHSE HH OS i 


SLOPE SIDEWALK @ 1.5% PER FOOT MAX. (TYP.) SHERVSHHHSHSSTHHHS HHO OS SHEER COS. San ke aN ees 
5” THICK 4,000 PSI CONCRETE @ 28 DAY STRENGTH 2 oe sy: OSS, SOSTSOR 


JOINTS. REPEAT AS NECESSARY TO FILL 
$eCHSSETEHSE HESS SEES HHEE (DOME LAYOUT) . 


cement PN yaaa rl Wa Mlddddda Uddldldlda Wd 


Ww 
0.45 DIA. TOP OF DOMES a NneriER - 


COLOR MATCH Cok (oy cok Gan De eee SS CI ES I C 

20,6 Pons oer PRE ae ie OE 8 ASSOCIATES, INC. 

Er ceca etn cote as see at : as 2 7 ae ~CONGRETE SLAB 3,000 PSIAt wey ate civil Facet ione rs a oe 

VA—4 VERTICAL. GRANITE CURB CR “ware Se a ga ea environmental consulting ¢ landscape architecture 
0.25” HIGH DOMES Le? : wa——/ CONCRETE ee A a eg i Te ee Oe Ae a nar www.allenmajor.com 

ae TEL: (781) 935-6889 

to! FAX: (781) 935-2896 

DETAIL B 

NOTES: = Be NN NGS NS 7 NET RON Ni WOBURN, MA @ LAKEVILLE, MA @ MANCHESTER, NH 


. SIDEWALK TO HAVE TOOLED JOINTS IN A 5’ x 5’ (TYP.) 


GRID WITH EXPANSION JOINTS 15’ ON CENTER AND 
PREMOLDED FILLER. APPROVED EQUAL) AS MANUFACTURED BY ADATILE, PHONE: 
1-800-372-0519, WWW.ADATILE.COM, EMAIL: INFO@ADATILE.COM 5 
. SEE PLAN VIEW FOR ELEVATIONS AT CURB COLOR SHALL BE RED. a - = 


1” (MIN) 7, OR | 
(SEE PLAN VIEW) 
3/4”, 610 WITH 6”x6”x #10 WIRE MESH WbbSObh6S5055560064608: 
©, ©FSSSSOFSESESES SHS © OO © 
WIDTH VARIES (SEE PLAN) 


FINISH GRADE SCALE: AS SHOWN | DWG. NAME: 


DESIGNED BY: 


PREPARED By: 


x x x CHECKED BY: 


--8" GRAVEL BASE. 


ALLEN & MAJOR 


| CURB STONE 


CCOMPACTED EXISTING SUBGRADE 5 


THIS DRAWING HAS BEEN PREPARED IN DIGITAL FORMAT. 
CLIENT/CLIENT'S REPRESENTATIVE OR CONSULTANTS MAY BE 
PROVIDED COPIES OF DRAWINGS AND SPECIFICATIONS FOR HIS/HER 
INFORMATION AND/OR SPECIFIC USE ON THIS PROJECT. DUE TO THE 

=] 5 == POTENTIAL THAT THE PROVIDED INFORMATION MAY BE MODIFIED 
E = =I =((= UNINTENTIONALLY OR OTHERWISE, ALLEN & MAJOR ASSOCIATES, 


VENDOR INFORMATION: "ADATILE” WET SET ADA REPLACEABLE TACTILE (OR 


GLU Li u h ACTOR 7 GRAD 
. SIDEWALK CROSS SLOPE TO BE 1.5% MAX & SIDEWALK LONGITUDINAL . INSTALL PER MANUFACTURER’S INSTALLATION GUIDELINES. Tey Te ee ee Tl = INC. MAY REMOVE ALL INDICATION OF THE DOCUMENT'S 
RUNNING SLOPE TO BE 4.5% MAX, TYP. 7 a oe = AUTHORSHIP ON THE DIGITAL MEDIA. PRINTED REPRESENTATIONS OR 


SECTION PORTABLE DOCUMENT FORMAT OF THE DRAWINGS AND 
CONCRETE SIDEWALK WITH VGC CURBSTONE : 7 WET SET ADA REPLACEABLE TACTILE PANEL 
NOT TO SCALE NOT TO SCALE 


i 
| 
| 


ALLEN & MAJOR ASSOCIATES, INC.'S WORK PRODUCT. 
DRAWING TITLE: SHEET No. 


SPECIFICATIONS ISSUED SHALL BE THE ONLY RECORD COPIES OF 
CONCRETE PAVERS NOT USED 
NOT TO SCALE NOT TO SCALE (10) 
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4” WIDE PAINTED 
LINES (TYPICAL) 


MAX CROSS 
SLOPE 1:50 — 
ALL DIRECTIONS 


PAINTED SYMBOL 
(SEE DETAIL) 


ACCESSIBLE PARKING 3 
SIGN/POST (SEE DETAIL) 


NOTE: 

1. "V" DENOTES VAN ACCESSIBLE 
PARKING SPACE. 

2. PARKING SPACE MUST BE 12’ 


WIDE WHERE ABUTTING A WALL. 


4.5% MAX 


VARIES 
CURBING PER SEE PLAN 


PLANS SEE PLAN 
SLOPE CURBING PLAIN CEMENT 5’ (MIN) 


TO MATCH GUTTER CONCRETE SEE PLAN 


DETECTABLE 
WARNING 1.5% MAX 


TYPICAL ROAD WAY 
SECTION 
6” CONCRETE 


8” GRAVEL BORROW 
SECTION VIEW 


STEEL BOLLARD CAP 


6"@ SCH 40 STEEL PIPE 
FILLED WITH 3000 PSI 
(MIN.) CONCRETE PAINT 
REFLECTIVE YELLOW 


FINISHED GRADE 


3000 PSI 
CONCRETE BASE 


NOTES: 

—ALL EXPOSED PIPE SHALL BE 
PAINTED WITH CATALYZED EPOXY 
PAINT. (COLOR AS DIRECTED 

BY ENGINEER) 


—A BITUMASTIC COATING 

SHALL BE APPLIED TO ALL 
PIPE BELOW GRADE igs 
(MIN.) 


FIXED PIPE BOLLARD DETAIL 
NOT TO SCALE 


BLUE PAINT 


1 = 97 
RADIUS 


+ 
1 aid 


MOUNTING REFLEC— 
HEIGHT | DESCRIPTION | ToRzeD 


HANDICAPPED 
PARKING 


& WHITE TEXT 
SPECIAL PLATE ON BLUE 
atte FIELD 

MAY BE REMOVED WITH WHITE 

OWNERS EXPENSE BORDER 


VAN 
ACCESSIBLE 


RADIUS 
NOTES: 


1. BENCH SHALL BE 6’ WIDE VICTOR STANLEY MODEL NUMBER FMS—324 


OR APPROVED EQUAL. 


RECOMMENDATIONS. 
[_ rit 


SYMBOL TO BE CENTERED ON WIDTH OF PARKING STALL. SYMBOL IS 
REQUIRED TO CONTRAST WITH BACKGROUND. USE WHITE ON BLUE 
(COLOR #105090 IN FEDERAL STANDARD 5952) DOUBLE COAT. 


+ 
a 


2. COLOR SHALL BE BLACK. 


4. SUBMIT SHOP DRAWING FOR APPROVAL. 


3. BENCH SHALL BE FIXED TO CONCRETE BASE, PER MANUFACTURER'S . TRAFFIC AND SAFETY SIGNAGE SHALL COMPLY WITH THE "MANUAL ON 


UNIFORM TRAFFIC CONTROL DEVICES” (MUTCD) STANDARDS. 


MOUNTING HEIGHT IS DEFINED AS THE DISTANCE FROM THE BOTTOM 
OF THE SIGN TO THE NEAR EDGE OF THE PAVEMENT. 


ACCESSIBLE PARKING STALL PAVEMENT MARKING BENCH DETAIL SIGN TABLE 
NOT TO SCALE NOT TO SCALE NOT TO SCALE 


DETECTABLE WARNING PAVERS TO CONTRAST VISUALLY 
WITH ADJOINING SURFACES (SEE DETAIL). 


CURBING PER 
PLANS 


NOTES: 
THE DIMENSIONS SHOWN AT ROADWAY EDGE ARE FIXED DISTANCES. 


RAMP CROSS SECTION TO BE THE SAME AS ADJACENT SIDEWALK; I.E. DEPTH OF SURFACE AND 
FOUNDATION. 


PORTLAND CEMENT CONCRETE RAMPS ARE TO BE TEXTURED BY BROOMING IN A DIRECTION 
PARALLEL TO THE LENGTH OF THE RAMP. 


IN NO CASE ARE THE RAMPS TO BE PLACED BEHIND THE STOP LINE. 
THE DIMENSIONS ARE SUBJECT TO CHANGE IN THE FIELD IF EXISTING APPURTENANCES OR 


CONDITIONS WILL MAKE THE RAMP LOCATIONS IMPRACTICAL OR UNSAFE. CONSULT CIVIL ENGINEER 
PRIOR TO MAKING ANY MODIFICATIONS. 


HANDICAP CURB CUT & CURB TRANSITION 
NOT TO SCALE 


INVERTED "U” BICYCLE RACK. 
2.375” DIAMETER 
| Pa GALVANIZED OR STAINLESS 
Va SIEEL FUBE, 


ss 


INAAAAAAAAAAAAAANNSSS 


SURFACE FLANGE MOUNT 
WITH (2) ANCHOR BOLTS. 


CONCRETE PAD 


= NAM AMANDA AAM AN 


aT 4 /- CRUSHED GRAVEL 
A | COMPACTED _SUBGRADE 
CONCRETE PAD 


“8 “DRIVE AISLE’ 5 
NOTE: BIKE RACKS TO BE FROM PARK A BIKE: MODEL 200 SERIES—INVERTED U 
BIKE RACKS HR202 30”X2.38"X32” SURFACE MOUNTED. SURFACE MOUNT PER 
MANUFACTURER’S RECOMMENDATIONS. FINISH SELECTED BY OWNER. PROVIDE SHOP 
DRAWINGS FOR APPROVAL PRIOR TO ORDERING. 


BICYCLE RACK DETAIL 
NOT TO SCALE 


NOT USED NOT USED NOT USED 
NOT TO SCALE NOT TO SCALE NOT TO SCALE 


PROFESSIONAL ENGINEER FOR 
ALLEN & MAJOR ASSOCIATES, INC. 


02-17-23 | REVISION 1 PER ARB COMMENTS 
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PROJECT: 


190 & 192-200 


MASSACHUSETTS AVE 
ARLINGTON, MA 02476 


PROJECT NO. 2729-02 | DATE: 


SCALE: AS SHOWN | DWG. NAME: 


DESIGNED BY: CHECKED BY: 


PREPARED By: 


ALLEN & MAJOR 
ASSOCIATES, INC. 


civil engineering land surveying 
environmental consulting landscape architecture 
www.allenmajor.com 


100 COMMERCE WAY, SUITE 5 
WOBURN MA 01801 
TEL: (781) 935-6889 
FAX: (781) 935-2896 


WOBURN, MA @ LAKEVILLE, MA @® MANCHESTER, NH 
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COVER TO BE . CONCRETE = 
LETTERED “WATER” NOTES: THRUST CONCRETE 


WN Geer a, FITTINGS. BENDS, TEES, > THRUST MECHANICAL JOINT/ 
ARE 1” TALL WITH PLUGS ETC. SHALL BE Mh ay EXISTING WATER MAI PUSH—ON JOINT 
2 NOTCH RESTRAINED W/ THRUST TAPPING VALVE 
cee FINISHED GRADE BLOCKS EXCEPT WHERE 
PROPOSED PVC SEWER NOTED. PROPOSED WATER MAIN 
S=1.00% (MIN eee) 2. ALL THRUST BLOCKS LS seater 
; SED GRADE & COLLARS SHALL BE BEND ANGLE 
rae Enore see age FLANGE INSTALLED SO THAT VARIES BACK FILL 
OPERATING NUT ADJUSTABLE VALVE BOX ei CONCRETE 
yy (8” MIN. 1.D.) AS THRUST 
IS 4%’ OR MORE 3. SIZE OF CONCRETE BLOG 


BELOW GRADE MANUFACTURED BY THRUST BLOCKS SHALL 
LEBARON FOUNDRY OR Be ie NOTED EEEGIE 


2” OPERATING ji APPROVED SUBSTITUTE 4. MINIMUM 


NUT MECHANICAL JOINT COMPRESSIVE STRENGTH 
OPEN RIGHT yu «6 ENDS WITH RETAINER OF THRUST BLOCK 
ze GLANDS CONCRETE SHALL BE 
3,000 P.S.I. 


0) 5. ‘KEEP CONCRETE. VALVE BOX OR VALVE 
PLACE MASONRY BLOCK FRAME INDICATOR AS REQ’D 
JOINTS. BACK FILL UNDER ACCESS PIPE ON 


6. THE BELOW 
PREDICATED ON A COMPACTED FILL. DO NOT REST MECHANICAL JOINT/ 


Q ,té‘<‘*;*«‘CN CONCRETE WATER PRESSURE OF ELEVATION ON VALVE PUSH—ON JOINT 
oa Q — AGAINST BOTTOM OF FLANGE SHALL 555 PS AND A SOIL. [-\ TAPPING VALVE 


CLEANOUT 
SEE DETAIL CONCRETE 


PLUG THRUST 


COVER AS REQUIRED 


UNDISTURBED 
SIDE OF 
TRENCH 


jaa 
LJ 
> 
3 
O 
ra 
= 
to) 
‘ 

a+ 


UNDISTURBED NOT BEAR ANY PART OF 


RESISTANCE OF 2000 
MATERIAL , : ; 
THE VALVE ASSEMBLY PSF (TILL). FOR OTHER TEES, PLUGS, PROPOSED 


SOILS THE VALUES IN CAPS & HYD. =) i WATER MAIN 
oe THE ABOVE TABLE (SQ.FT.) LJ - 
PVC ADAPTER PIPE PER MASS. as SHALL BE MULTIPLIED 


BUILDING CODE 7 NOTES: BY: SOCKET CLAMPS AND 
Meena “4 1.) CONTRACTOR MAY USE ANCHOR TEES AT HIS OPTION. TIE RODS 


2.) HYDRANTS AND VALVES SHALL BE RIGHT TURN OPEN (OPEN RIGHT). Dene Lie 
EXISTING WATER MAIN 


BUILDING SEWER SERVICE GATE VALVE THRUST BLOCK DETAILS TAPPING SLEEVE AND VALVE 
NOT TO SCALE NOT TO SCALE NOT TO SCALE NOT TO SCALE 


“A 


PROPOSED 6”—90° 
PROPOSED 6” BEND WHERE NEW PAVEMENT OR ”PATCHING” 
REQUIRED TO MATCH EXISTING, AS 
6” MIN. COVER NOTES: SPECIFIED 


CONDITION & PIPE | **SELECT MATERIAL LINING MATERIAL Y—DIMENSION 


DUCTILE IRON 
CONCRETE SAW CUT JOINT WITH EMULSION s " TYPE |, Il, OR Il SAND OR TYPE Il 3” 
20” FIBER 1. MINIMUM BURIAL DEPTH (FINISH GRADE TO APPLIED BEFORE PAVING/ PAVED UNPAVED ORDINARY SOIL sno on nee mfr 
FORM TO BE TOP OF PIPE) PATCHING 
LEFT IN PLACE GRAVITY PIPE — SEE PLAN OR PROFILE EXISTING MOUND BACKFILL RCP , 
PRESSURE PIPE UNDER PAVING — 4’ PAVEMENT 6"+ "ORDINARY SOIL” TYPE Il OR Ill SAND OR TYPE Ill 3 
PRESSURE PIPE BENEATH UNPAVED — 3’ 


2. WHERE BACKFILL IS DESIGNATED AS 
PROPOSED 6” COMPACTED, THIS MEANS 90 TO 95% 

PIPE STANDARD PROCTOR. AASHTO T-99. ALL FILL 
PLACED BELOW PIPES AND STRUCTURES MUST 
MEET THIS REQUIREMENT. 


PROFESSIONAL ENGINEER FOR 
ALLEN & MAJOR ASSOCIATES, INC. 


6” 
MIN 
COMPACTED GRAVEL 


ALL PIPE OVER 

BEDROCK OR LEDGE} [YPE |! OR ll SAND OR TYPE ll po 
DUCTILE IRON IN , 

MINIMUM BURIAL Soe Guan TYPE | OR Il SAND 4 

DEPTH — SEE NOTE 

(FINISH GRADE TO 

TOP OF PIPE) RCP IN CLAY TYPE Il OR Il SAND 


RUBBER GASKET OR 3. FOR ALL TRENCHES WITH A GRADE GREATER 
MORTAR PROPOSED THAN 4% AND/OR WHERE GROUNDWATER IS 


6” PVC TO EXISTING APPARENT, INSTALL CLAY DAMS AROUND THE VARIES | «SUITABLE 
TO UNDISTURBED EARTH tLM| * ‘ EXISTING ALL PLASTICS TYPE Ill SAND OR TYPE Ill 
WITH CRUSHED STONE 12” BRICK 02-17-23 | REVISION 1 PER ARB COMMENTS 
: ha i - * SUITABLE MATERIAL SHALL CONTAIN NO STONE GREATER THAN 4” IN DIAMETER, NO FROZEN DATE DESCRIPTION 
: 12 +2xDIAMETER | **SELECT HAND PLACED LUMPS, AND ONLY MINOR AMOUNTS OF CLAY OR ORGANIC MATERIAL. ALL MATERIAL TO BE PLACED APPLICANT\OWNER: 
(18" MAX. OVER THE PIPE) | MATERIAL AND COMPACTED IN MAX 12” LIFTS AND COMPACTED BEFORE PLACING NEXT LIFT. fs SaCWIACEA CHES AVE Lie 
Y_ 4 UNING MATERIAL **TYPE | MATERIAL SHALL BE EITHER GRAVEL OR EXCAVATED MATERIAL CONTAINING NO STONES : : 
See GREATER THAN 1.5” DIAMETER, NO FROZEN LUMPS, CLAY OR ORGANIC MATERIAL. 455 MASSACHUSETTS AVE, STE 1 
24"+D (MAX) **TYPE Il MATERIAL SHALL BE CLEAN, HARD, CRUSHED OR NATURAL STONE WITH A GRADATION BY 
UNDISTURBED WEIGHT OF 100% PASSING A 1.5” SQUARE OPENING, NOT MORE THAN 25% PASSING A 3” OPENING, PROJECT: 
SOIL OR ROCK AND NOT MORE THAN 5% PASSING A 4” SQUARE OPENING. 190 & 192-200 
**TYPE Ill MATERIAL SHALL BE CLEAN, HARD, CRUSHED STONE FREE FROM COATINGS AND 
TRENCH DETAIL THOROUGHLY WASHED WITH A GRADATION BY WEIGHT OF 100% PASSING A 1” SQUARE OPENING, MASSACHUSETTS AVE 
Socio ccaE AND 0 TO 5% PASSING A 4” SQUARE OPENING. ARLINGTON. MA 02476 
a 


PROJECT NO. 2729-02 | DATE: 


SCALE: AS SHOWN | DWG. NAME: 


DESIGNED BY: CHECKED BY: 
PREPARED BY: 

RUBBER GASKET OR 
MORTAR PROPOSED 6” 
PVC TO EXISTING 
BRICK PIPE 


EXISTING 12” 
SANITARY SEWER 
MAIN 


ALLEN & MAJOR 
ASSOCIATES, INC. 


civil engineering land surveying 
environmental consulting landscape architecture 
www.allenmajor.com 
100 COMMERCE WAY, SUITE 5 
WOBURN MA 01801 
TEL: (781) 935-6889 
FAX: (781) 935-2896 


CRUSHED STONE BEDDING 
3/4” MINIMUM 


WOBURN, MA @ LAKEVILLE, MA @ MANCHESTER, NH 
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MASSACHUSETTS AVENUE 


(PUBLIC — VARIABLE WIDTH) 


LEGEND 


DECIDUOUS TREE 


EXISTING TREE TO 
BE SAVED. SEE TREE 


sage PROTECTION DETAIL 1AR AR EVERGREEN TREE 
QHY HY 
BLM BHB 8LM HP 


FLOWERING TREE 


SHRUBS 


away, ey, 
Neer Se heey 


o> PROPOSED” BENCH 
»PLANTER >WITH ; 
__ ANNUALS | > y MULCH BED 


PERENNIALS/GROUNDCOVER 


BICYCLE ay 


FOR <6 


PROPOSED MIXED-USE 
BUILDING as PLANTING SCHEDULE-TREES, SHRUBS, GROUNDCOVERS & PERENNIALS eae 
FIRST FLOOR: 6,092: S.F. IF INS } pCHUS.” 


’ 
= > 


SECOND FLOOR: 8,309 S.F. 
THIRD FLOOR: 8,309+ S.F. 


PLANTER 
WITH FOURTH FLOOR: 7,394 S.F. QUANTITY BOTANICAL NAME COMMON NAME MIN. SIZE SPACING COMMENTS 
ANNUALS — TOTAL GFA= 30,104+ S.F. 


EVERGREEN TREES 


g JUNIPER S. WOODWARD’ WOODWARD COLUMNAR 6-7’ HT | AS SHOWN B&B 
JUNIPER 
TO 3 THUJA O. ’WINTERGREEN’ WINTERGREEN ARBORVITAE | 6-7’ HT | AS SHOWN B&B 


TREES/SHRUBS 


3 ACER RUBRUM ’RED SUNSET’ RED SUNSET RED MAPLE | 2.5—3” CAL. | AS SHOWN 
L 2 fee SYLVATICA “GREEN GREEN GABLE TUPELO 2.5-3” CAL. | AS SHOWN 
CORNUS STOLONIFERA KELSY| DWARF RED TWIG 
Leer SOSNOOD AS SHOWN 
: 
3 


—_ 
Yn 


REGISTERED LANDSCAPE ARCHITECT FOR 
ALLEN & MAJOR ASSOCIATES, INC. 


4HY 


Be 1NS 


A 


PLANTER 
WITH 
ANNUALS 


B 
B 
B 


R 
T 


H 


&B 

NS &B 

cs # POT 

HYDRANGEA PANICULATA TREE FORM LIMELIGHT 5-6 HT. 
a ‘LIMELIGHT’ TREE FORM HYDRANGEA TREEFORM | “8 SHOWN eee 
HYDRANGEA ARBORESCENS INVINCIBELLE WEE WHITE 

HY "INVINCEBELLE WEE WHITE” HYDRANGEA AS SHOWN POT 

ECHINACEA PURPUREA POW POW WOW WILDBERRY ; 

WOW WILDBERRY’ ECHINACEA eS eee 
ae MACULATUM ORCHID iorcHip FROST LAMIUM 24” 0.C STAGGERED 
HOSTA ’HADSPEN BLUE’ HADSPEN BLUE HOSTA 24” 0.C STAGGERED 


02-17-23 | REVISION 1 PER ARB COMMENTS 
DATE DESCRIPTION 
APPLICANT\OWNER: 


192-200 MASSACHUSETTS AVE, LLC 
455 MASSACHUSETTS AVE, STE 1 
ARLINGTON, MA 02474 


PERENNIALS 


rm 
9g 


22 
22 
16 


= 


- 


B 


CHANDLER STREET 


PROJECT: 
STREET TREES SELECTED FROM THE ARLINGTON TREE COMMITTEE RECOMMENDED TREE 
LIST: | HTTPS://WWW.ARLINGTONTREES.ORG/RECOMMENDED—URBAN—TREES 190 & 192-200 
*SEASONAL ANNUALS TO BE INSTALLED FOR BUILDING PLANTER BOXES. PROVEN WINNERS 
TROPICAL SMOOTHIE MIX FOR SPRING/SUMMER; MUMS FOR FALL OR EQUAL. SEE DETAIL. MASSACHUSETTS AVE 
ARLINGTON, MA 02476 
6EP 
I~ 
Ey 1HPT PROJECT NO. 2729-02 | DATE: 
‘I 
— ss SCALE: DWG. NAME: 
——— DESIGNED BY: BCD | CHECKED BY: 
m PREPARED BY: 
ee as, Sas as \ aoe sty _ 
TYP. 2HY 1. THE INFORMATION SHOWN ON THIS PLAN IS THE SOLE PROPERTY 
OF ALLEN & MAJOR ASSOCIATES, INC. IT’S INTENDED USE IS TO 
PROVIDE INFORMATION. ANY ALTERATION, MISUSE, OR RECALCULATION 
OF INFORMATION OR DATA WITHOUT THE EXPRESSED, WRITTEN 
CONSENT OF ALLEN & MAJOR ASSOCIATES, INC. IS STRICTLY Eee 
POHTED ALLEN & MAJOR 
2. ALL LANDSCAPED AREAS WITH SHRUBS, TREES, AND PERENNIALS TO 
HAVE 18” MINIMUM DEPTH OF TOPSOIL. EIGHTEEN INCHES OF ASSOCIATES. INC. 
TOPSOIL AROUND TREES AND SHRUBS DOES NOT INCLUDE AMENDED i ger nee mp ie CET 
PLANTING SOIL WITHIN TREE / SHRUB PIT FOR FULL DEPTH OF 
ROOTBALLS. SEE PLANTING DETAILS FOR PLANTING DEPTH AT Se ee 
SHRUBS AND TREES. ALL AREAS OF LOAM AND SEED OR LOAM & ec 
SOD TO HAVE 6” MINIMUM DEPTH OF TOPSOIL. TOPSOIL TO BE WOBURN MA 01801 
TESTED BY CONTRACTOR, AND APPROVED BY A&M PRIOR TO TEL: (781) 935-6889 
PURCHASE AND OR PLACEMENT. GENERAL CONTRACTOR, DEMOLITION FAX: (781) 935-2896 
CONTRACTOR, AND LANDSCAPE CONTRACTOR TO COORDINATE PROPER 
DEPTH OF EXISTING MATERIAL REMOVAL ACROSS SITE SO THAT 18” WOBURN, MA_@ LAKEVILLE, MA _@ MANCHESTER, NH 
MINIMUM AND 6” MINIMUM DEPTHS OF PROPOSED TOPSOIL NOTED Fic (GEAWRIG, dak® EG RERREED. WD EGIL EGR 
DIG SAFE ABOVE ARE MET AT NO ADDITIONAL COST TO OWNER. SEE TOPSOIL CLIENT/CLIENT'S REPRESENTATIVE OR CONSULTANTS MAY BE 
DETAIL. PROVIDED COPIES OF DRAWINGS AND SPECIFICATIONS FOR HIS/HER 
INFORMATION AND/OR SPECIFIC USE ON THIS PROJECT. DUE TO THE 
POTENTIAL THAT THE PROVIDED INFORMATION MAY BE MODIFIED 
UNINTENTIONALLY OR OTHERWISE, ALLEN & MAJOR ASSOCIATES, 
INC. MAY REMOVE ALL INDICATION OF THE DOCUMENT'S 
; AUTHORSHIP ON THE DIGITAL MEDIA. PRINTED REPRESENTATIONS OR 
GRAPHIC’ SCALE PORTABLE DOCUMENT FORMAT OF THE DRAWINGS AND 
SPECIFICATIONS ISSUED SHALL BE THE ONLY RECORD COPIES OF 
10 ) 5 10 20 40 ALLEN & MAJOR ASSOCIATES, INC.'S WORK PRODUCT. 
SHEET No. 
Bh. ote ee ee DRAWING TTL 
CALL 811 OR ( IN FEET ) 
1-888-DIG-SAFE Linch = 10. ft LANDSCAPE PLAN L-101 


1-888-344-7233 
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LANDSCAPE NOTES LOAM AND SODDING NOTES 
1 


ALL WORK SHALL BE IN ACCORDANCE WITH THE REQUIREMENTS OF THE TOWN OF CONTRACTOR SHALL SOD AREAS NOTED ON THE PLANS. ) REMOVE ARBORKNOT AFTER ONE 
ARLINGTON, MA. GROWING SEASON 
SOD IS TO BE A BLEND OF FOUR TO FIVE CURRENT AND IMPROVED HYBRID BLUEGRASS NOTES 
2. PLANTING PLAN IS DIAGRAMMATIC IN NATURE. FINAL PLACEMENT OF PLANTS TO BE AND FESCUE MIXES APPROPRIATE FOR BOTH SEMI-SHADED AND AREAS OF SUN. ARE ORENOT ES DEee usin 
APPROVED BY THE LANDSCAPE ARCHITECT IN THE FIELD. WY) 1. TREES SHALL BEAR SAME RELATIONSHIP TO FINISH GRADE AS IT BORE 
HYBRIDS MAY INCLUDE: BLACKSTONE KENTUCKY BLUEGRASS, AWARD KENTUCKY Ny APPROVED EQUAL TO NURSERY OR FIELD GRADE. ROOT FLARE SHALL BE 2” ABOVE 
3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING ALL UTILITY COMPANIES, ANY BLUEGRASS, CHALLENGER KENTUCKY BLUEGRASS, BLACKBURG Il KENTUCKY BLUEGRASS OR Ni FINISH GRADE. REMOVE SOIL FROM TRUNK FLARE OF TREE TO 
PERMITTING AGENCIES, AND "DIG—SAFE” (1-888-344-7233) AT LEAST 72 HOURS IN COMPARABLE AND EQUAL BLUEGRASS HYBRIDS. yz pi DETERMINE ACTUAL TOP OF ROOTBALL AREA. 
ADVANCE OF ANY WORK THAT WILL REQUIRE EXCAVATION. CONTRACTOR SHALL NOTIFY THE .\ 3” BARK MULCH IN SAUCER 
OWNERS REPRESENTATIVE OF NAY CONFLICTS IN WRITING. 1. SOD SHALL BE HIGH QUALITY, NURSERY GROWN ON CULTIVATED MINERAL Ns : . INSTALL THREE GUYS PER TREE; EQUALLY SPACED AROUND BALL. 
AGRICULTURAL SOILS. SOD SHALL BE MOIST, AND MACHINE CUT AT A UNIFORM SOIL YON oe iro a 4° CONTINUOUS WITH 
4. NO PLANT MATERIAL SHALL BE INSTALLED UNTIL ALL GRADING AND CONSTRUCTION HAS THICKNESS OF AT LEAST 5%” AT TIME OF CUTTING. MEASUREMENT FOR THICKNESS SHALL WH} _ ATTACH GUYS AT 2/3 HEIGHT OF TREE. 
BEEN COMPLETED IN THE IMMEDIATE AREA, ANY TREES NOTED AS "SEAL OR SELECTED INCLUDE TOP GROWTH AND THATCH. SOD SHALL BE FREE OF DISEASES, WEEDS, BARE Yarns WARNING FLAG 18” ABOVE FINISH 
SPECIMEN” SHALL BE TAGGED AND SEALED BY THE LANDSCAPE ARCHITECT. SPOTS, OR INSECTS. AWW 7Za GRADE ee a Te See ee ee 
i Aen GRADE 20% COMPOST (LEAVES & ORGANIC MATERIAL, NO ASH) 20% PEAT 
5. ALL TREES SHALL BE BALLED AND BURLAPPED (B&B) UNLESS OTHERWISE NOTED OR 2. SODDING TO BE COMPLETED "IN SEASON” BETWEEN APRIL 1 TO JUNE 15 OR AUGUST NW . MOSS, 10% SAND. 
15 TO OCTOBER 1, EXCEPT FOR RE-SODDING OF BARE SPOTS. IF UNABLE TO SOD Mb 
BPEROVEEE THE NNER BEC REDENIAUVE AND: PaNee cna pschilEvl. WITHIN THESE TIMEFRAMES, CONTRACTOR TO INSTALL EROSION CONTROL MATS ON ALL Wil SET ANGLE OF GUYS TO ENTER . ADD MYCORRHIZA SOIL ADDITIVES AND SLOW RELEASE FERTILIZER WHEN 
6. CONTRACTOR SHALL VERIFY QUANTITIES SHOWN ON PLANT LIST. QUANTITIES SHOWN ON SLOPES 3:1 AND OVER, HYDROSEED ALL EXPOSED AREAS, ADD SOIL STABILIZER "FLUX WZ ene ON SY ee nt Ge ee 207 FILLED ENP Belen. Thee el 
PLANS SHALL GOVERN OVER PLANT LIST. TERRA HP—FGM SOIL STABILIZER” AS MANUFACTURED BY ”PROFILE” TO HYDROSEED (AT 4 SN v COMPLETION. 
RATE OF 3,000 LBS PER ACRE), AT NO ADDITIONAL COST TO THE OWNER. CONTRACTOR f en ae 
7. ANY PROPOSED PLANT SUBSTITUTIONS MUST BE APPROVED IN WRITING BY OWNER’S TO COMPLETE ALL ABOVE "OUT OF SEASON” REQUIREMENTS AND THEN ALSO BE . BR REEROUE) COUAL 
REPRESENTATIVE AND LANDSCAPE ARCHITECT. RESPONSIBLE FOR RE-GRADING AND RE-SODDING ALL DISTURBED, ERODED, OR BARE . : 
SPOTS WITHIN NEXT CLOSEST PLANTING SEASON IN FALL OR SPRING AT NO ADDITIONAL 
COST TO OWNER. CONTRACTOR RESPONSIBLE FOR ALL MAINTENANCE UNTIL FINAL yey 
8. ALL PLANT MATERIALS INSTALLED SHALL MEET THE GUIDELINES ESTABLISHED BY THE ACCEPTANCE OF LAWN AREAS INCLUDING: WATERING, ADDING FERTILIZERS AND LIME AND “ww PLANTING SOIL MIX: BACKFILL IN LOOSE 
STANDARDS FOR NURSERY STOCK PUBLISHED BY THE AMERICAN ASSOCIATION OF MOWING AT NO ADDITIONAL COST TO OWNER. ay LIFTS OF 6”-8” DEPTH. SETTLE WITH 
NURSERYMEN. THOROUGH WATERING. SEE NOTES 3&4. 
3. COMMERCIAL FERTILIZER SHALL BE APPLIED AT THE RATE OF 25 POUNDS PER 1000 ROOTBALL 
9. ALL PLANT MATERIALS SHALL BE GUARANTEED FOR ONE YEAR FOLLOWING DATE OF SQ. FT. OR AS RECOMMENDED BY THE TESTING AGENCY. LIME TO BE SPREAD AT THE WITH SLOPED CUT AND REMOVE BURLAP AND 
ACCEPTANCE. RATE OF 100 POUNDS PER 1000 SQ. FT OR AS RECOMMENDED BY THE TESTING AGENCY. SIDES WIRE BASKETS ENTIRELY. 


COMMERCIAL FERTILIZER SHALL BE A COMPLETE FERTILIZER CONTAINING AT LEAST 50% OF 
THE NITROGEN OF WHICH IS DERIVED FROM NATURAL ORGANIZE SOURCES OF UREAFORM. 


10. ALL DISTURBED AREAS NOT OTHERWISE NOTED SHALL RECEIVE 6 OF SUITABLE IT SHALL CONTAIN THE FOLLOWING PERCENTAGES BY WEIGHT: NITROGEN (N) 10%, 


LOAM & SEED LAWNS WITH 3:1 OR GREATER SLOPES SHALL BE PROTECTED 


PHOSPHORUS (P) 6%, POTASH (K) 4%. LIME SHALL BE AN APPROVED AGRICULTURAL EVERGREEN TREE DETAIL 
WITH AN EROSION CONTROL BLANKET. 
LIMESTONE CONTAINING NOT LESS THAN 85% OF TOTAL CARBONATES. LIMESTONE SHALL NOT TO SCALE 
12. TREES SHALL HAVE A MINIMUM CALIPER AS INDICATED ON THE PLANTING 4. CONTRACTOR RESPONSIBLE FOR WATERING, MOWING, AND RE-SODDING OF LAWN BARE 
SPOTS UNTIL A UNIFORM, HEALTHY STAND OF GRASS IS ESTABLISHED AND ACCEPTED. 
SCHEDULE TAKEN ONE FOOT ABOVE THE ROOT CROWN. Qwinlltin, 
~~ ACHUs, “, 
13. ALL PLANT BEDS AND TREE SAUCERS TO RECEIVE 3” OF PINE BARK MULCH. Ser CS 
GROUND COVER AREAS SHALL RECEIVE 1” OF PINE BARK MULCH 2. a5 
4} =m oz 
14. ALL DECIDUOUS TREES ADJACENT TO WALKWAYS AND ROADWAYS SHALL HAVE A (2) MIN. 2” X 2” X 8! ARBOR TIES BY DEEP ROOTS NOTES: =) rE 
’ \ a = 
PECs i ee ee, V7 re EE ea 1. ALL TREES SHALL HAVE THE SAME RELATIONSHIP TO FINISH GRADE y es 
SEED. SEE SEES Nene! \ Z-REMOVE STAKES AFTER ONE AFTER PLANTING AS THEY HAD AT THE ORIGINAL NURSERY SETTING. © S723 
15. ALL TREE STAKES SHALL BE STAINED DARK BROWN. LANDSCAPE Zz GROWING SEASON ROOT FLARE SHALL BE 2” ABOVE FINISH GRADE. REMOVE SOIL FROM 
PLAN FOR re eee eee TRUNK FLARE OF TREE TO DETERMINE ACTUAL ROOTBALL AREA. 
16. CONTRACTOR RESPONSIBLE FOR WATERING, AND RESEEDING OF BARE SPOTS UNTIL TYPE sto? FOR TaEEe a" CAL. AND ; 
A UNIFORM STAND OF VEGETATION IS ESTABLISHED AND ACCEPTED. UNDER at 3 BARK MULCH . BACKFILL WITH eNEs. MIX. PLANT MIX TO BE: 50% toe TOPSOIL, 
: 20% COMPOST (LEAVES & ORGANIC MATERIAL, NO ASH) 20% PEAT 
17. ALL PARKING ISLANDS PLANTED WITH SHRUBS SHALL HAVE 24” OF TOP SOIL OFFSITE COMPACTED : se ee MOSS, 10% SAND. he ee we ee kl 
"FINISH GRADE SHALL BE EQUAL TO THE TOP OF CURB. , > REENED co Ne etal eee . 
TOPSOIL —s < 5 | aan . ADD MYCORRHIZA SOIL ADDITIVES AND SLOW RELEASE FERTILIZER WHEN 
18. SOIL SAMPLES, TESTS, AND SHOP DRAWINGS SHALL BE PROVIDED TO THE sabe Vi eae SLANTING AIDS Q FESEyeCUT & REMOVE BURLAP Coie ee eee 
LANDSCAPE ARCHITECT OR THE OWNER FOR APPROVAL PRIOR TO CONSTRUCTION. See ea NOTE re BAC CLL. Ste INS | AND WIRE BASKET ENTIRELY. ; 
19. AN MINIMUM 18” WIDE BARRIER OF 1” GRAY OR TAN PEASTONE SHALL BE Sah pte nae NONE 2 ees 
INSTALLED IN ALL PLANT BEDS WHICH ABUT THE BUILDINGS. NO MULCH IS SiEce ae colle UNDISTURBED SOIL 
ALLOWED WITHIN 18” OF ALL BUILDINGS PER THE LATEST EXECUTIVE OFFICE OF : ee 1 Open 
PUBLIC SAFETY AND SECURITY DEPARTMENT OF FIRE SERVICES REGULATION (527 ROOTBALL eiDEs 
CMR 17.00). INSTALL 6” DEEP OF PEASTONE WITH MIRAFI WEED FABRIC BENEATH 02-17-23 | REVISION 1 PER ARB COMMENTS 
AND STEEL EDGING BETWEEN THE PEASTONE AND ADJACENT MULCH BED. 
TEXTURE CLASS § % OF TOTAL WEIGHT ‘ seer PATE Deschries 
20. ALL PROPOSED LANDSCAPE AREAS INCLUDING MOWED LAWNS, TREES, SHRUB aie si = ses APPLICANT\OWNER: 
BEDS, AND PERENNIALS SHALL BE PROVIDED WITH WATER EFFICIENT ao ° 4 REINFORCED RUBBER HOSE : 
UNDERGROUND IRRIGATION. DESIGN AND INSTALLATION OF IRRIGATION SYSTEM TO CLAY 9% — 20% xz 192-200 MASSACHUSETTS AVE, LLC 
BE PERFORMED BY AN APPROVED IRRIGATION DESIGN BUILD CONTRACTOR OR BY io EI ¢. eee Jett 455 MASSACHUSETTS AVE, STE 1 
AN APPROVED EQUAL, TO BE DETERMINED BY THE OWNERS REPRESENTATIVE AND ag ARLINGTON. MA 02474 
LANDSCAPE ARCHITECT. IRRIGATION SYSTEM IS TO BE DESIGNED FOR EFFICIENT © ’ 
WATER USAGE INCLUDING: USE OF DRIP IRRIGATION FOR SHRUBS AND SIEVE %_PASSING 3 POSTS FOR ALL TREES a 
PERENNIALS, IRRIGATION SYSTEM WITH HEAD—TO—HEAD COVERAGE, A CENTRAL 3/8” 100 3° CALIPER & OVER 
SHUT-OFF VALVE, AND A RAIN SENSOR TO SHUT OFF IRRIGATION DURING RAIN NO. 4 85-100 3X | DIA. 
EVENTS. NO. 40 60-85 | ROOTBALL | 


NO. 100 58-60 
NO. 200 10-35 
20 um LESS THAN 5% 


WITH SLOPED SIDES —PECDUCUS TREE PLANTING PETAL __y ) a ee ae 


ARLINGTON, MA 02476 


NOTES: 
1. TOP OF LOAM (TOPSOIL) IS FINISH GRADE. 


NOTES: PROJECT NO. 2729-02 | DATE: 


1. ALL SHRUBS SHALL HAVE THE SAME RELATIONSHIP TO FINISH GRADE 
AFTER PLANTING AS THEY HAD AT THE ORIGINAL NURSERY SETTING. SCALE: NTS | DWG. NAME: 
SET SHRUB 1”—2” ABOVE FINISH GRADE. 
BACKFILL WITH PLANTING MIX. PLANT MIX TO BE: 50% NATIVE DESIGNED BY: BCD | CHECKED BY: 
TOPSOIL, 20% COMPOST (LEAVES & ORGANIC MATERIAL, NO ASH) 20% 
PEAT MOSS, 10% SAND. 
ADD MYCORRHIZA SOIL ADDITIVES AND SLOW RELEASE FERTILIZER 
WHEN PLANT HOLES ARE 50% FILLED AND WATER THOROUGHLY AT 
COMPLETION. 

4. SHRUB BEDS TO HAVE 24” MIN. OF CONTINUOUS PLANTING SOIL. 


2. ALL TOPSOIL (BOTH ONSITE AND OFFSITE SOURCES) SHALL BE 
COMPOSED OF A NATURAL, FERTILE, FRIABLE SOIL TYPICAL OF 
CULTIVATED TOPSOILS OF THE LOCALITY. OFFSITE SOIL SHALL BE 
SUITABLE FOR THE GERMINATION OF SEEDS AND SUPPORT OF 
VEGETATIVE GROWTH, WITH ADDITIVES, IF REQUIRED, TO ACHIEVE 
PARTICLE DISTRIBUTION AND ORGANIC CONTENT BELOW. TOPSOIL 
SHALL BE TAKEN FROM A WELL—DRAINED, ARIABLE SITE, FREE OF 
SUBSOIL, LARGE STONES, EARTH CLODS, STICKS, STUMPS, CLAY 
LUMPS, ROOTS, OTHER OBJECTIONABLE, EXTRANEOUS MATTER OR 
DEBRIS NOR CONTAIN TOXIC SUBSTANCES. 


Tropical Smoothie 


PREPARED By: 


rd \ 
ih 


THE CONTRACTOR SHALL PROVIDE THE OWNER / LANDSCAPE 
ARCHITECT WITH TOPSOIL TEST RESULTS (RECOMMEND UMASS 
AMHERST SOIL TESTING LAB) FOR APPROVAL PRIOR TO OBTAINING AND 
PLACING THE SOIL. IF ANY TOPSOIL IS PURCHASED OR PLACED 
PRIOR TO APPROVAL BY OWNER / LANDSCAPE ARCHITECT, IT IS AT 
CONTRACTORS RISK, AND IT CAN BE REMOVED AT NO ADDITIONAL 
COST TO THE OWNER. IF THE PLANTING SOIL (BOTH ONSITE AND 
OFFSITE SOURCES) DOES NOT FALL WITHIN THE REQUIRED SIEVE 
ANALYSIS, TEXTURAL CLASS, ORGANIC CONTENT, OR PH RANGE, IT 
SHALL BE ADJUSTED TO MEET THE SPECIFICATIONS THROUGH THE 
ADDITION OF SAND, COMPOST, LIMESTONE, OR ALUMINUM SULFATE TO 
BRING IT WITHIN THE SPECIFIED LIMITS AT NO ADDITIONAL COST TO 
THE OWNER. 


ALLEN & MAJOR 
ASSOCIATES, INC. 


3” BARK MULCH wi SY, fe REMOVE SOIL FROM civil engineering @ land surveying 
Ly, STEMS TO DETERMINE environmental consulting «landscape architecture 
4” EARTH SAUCER SS Z- WHERE ROOT AREA www.allenmajor.com 
— —_ = BEGINS 100 COMMERCE WAY, SUITE 5 
ROOT BALL unre, — FINISHED GRADE WOBURN MA 01801 
r : ; A TEL: (781) 935-6889 
CU : 6” MIN. TOPSOIL, FAX: (781) 935-2896 
ROOT BALL Re AS Ss KX NEW OR EXISTING 


WOBURN, MA @ LAKEVILLE, MA @ MANCHESTER, NH 


TOPSOIL SHALL HAVE A PH VALUE BETWEEN 5.5 AND 6.5. TOPSOIL 
SHALL CONTAIN BETWEEN 4% AND 8% ORGANIC MATTER OF TOTAL DRY 
WEIGHT AND SHALL CONFORM TO THE FOLLOWING GRADATION AND 
TEXTURE CLASS ABOVE. 


TOPSOIL FOR LAWN, TREES, SHRUBS, & PERENNIALS 
NOT TO SCALE 


CUT & ROLL DOW wat RY PLANTING MIX THIS DRAWING HAS BEEN PREPARED IN DIGITAL FORMAT. 
BURLAP @ TOP % Yi ss : BACKFILL SEE CLIENT/CLIENT'S REPRESENTATIVE OR CONSULTANTS MAY BE 
OF ROOT BALL. IF PPYOYPOPOODY Yyyyy NOTES #2 &3 PROVIDED COPIES OF DRAWINGS AND SPECIFICATIONS FOR HIS/HER 
SYNTHETIC, REMOVE APSAY APRY INFORMATION AND/OR SPECIFIC USE ON THIS PROJECT. DUE TO THE 
ENTIRELY. POTENTIAL THAT THE PROVIDED INFORMATION MAY BE MODIFIED 
UNDISTURBED SOIL UNINTENTIONALLY OR OTHERWISE, ALLEN & MAJOR ASSOCIATES, 

ROOTBALL INC. MAY REMOVE ALL INDICATION OF THE DOCUMENT'S 

WITH SLOPED AUTHORSHIP ON THE DIGITAL MEDIA. PRINTED REPRESENTATIONS OR 

SIDES PORTABLE DOCUMENT FORMAT OF THE DRAWINGS AND 

SPECIFICATIONS ISSUED SHALL BE THE ONLY RECORD COPIES OF 


SHRUB PLANTING DETAIL ALLEN & MAJOR ASSOCIATES, INC.'S WORK PRODUCT. 
NOT TO SCALE ( 5 ) DRAWING TITLE: SHEET No. 


LANDSCAPE DETAILS L-501 
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PROVEN WINNERS ANNUALS FOR POTS OR EQUAL 


NOT TO SCALE 


